MAINTENANCE PROGRAM:

TEMPORARY MEASURES

A. SILT FENCE: SEDIMENTS SHALL BE REMOYED FROM BEHIND THE FENCE WHEN IT BECOMES 05 FEET DEEP AT THE IT SHOULD
ALSO BE INSPECTED WEEKLY AND PRIOR TO AND WITHIN 24 HOURS AFTER ALL FORECASTED STORM REPAIR SHALL BE
PERFORMED AS NEEDED.

B. SNALES: PROPOSED SNALES ARE USED AS DIVERSION SWALES DURING THE CONSTRUCTION PHASE. THESE SWALES ARE
TO BE INSPECTED WEEKLY AND PRIOR TO AND WITHIN 24 HOURS AFTER ALL FORECASTED STORM EVENTS FOR SCOUR
AND EROSION. REMOVE DEPOSITS OR SEDIMENT OR OTHER OBSTRUCTIONS.

C. CONSTRUCTION ENTRANCE: CONSTRUCTION ENTRANCE SHALL BE MAINTAINED IN A CONDITION AHICH NILL PREVENT
TRACKING OR FLONING OF SEDIMENT ONTO PUBLIC RIGHTS-OF-WAY. VISUAL INSPECTION SHALL BE PERFORMED DAILY
THROUGHOUT THE PROJECT CONSTRUCTION, TOP DRESSING WITH ADDITIONAL STONE OR ADDITIONAL LENGTH AS
CONDITIONS DEMAND, AND REPAIR AND/OR CLEANOUT OF ANY MEASURES USED TO TRAP SEDIMENT. ALL SEDIMENT
SPILLED, DROPPED, NASHED OR TRACKED ONTO PUBLIC RIGHTS-OF-WAY MUST BE REMOVED IMMEDIATELY.

D. SEDIMENT BASIN: VISUAL INSPECTION OF THE BASIN EMBANKMENT AND DENATERING SPILLWAY SHALL BE PERFORMED
WEEKLY, PRIOR TO AND AITHIN 24 HOURS AFTER ALL FORECASTED STORMS. REPAIRS SHALL BE MADE AS NEEDED.
SEDIMENT SHOULD BE REMOVED EVERY 5IX (6) MONTHS OR WHEN SEDIMENT ACCUMULATION REACHES THE DESIGN
CLEANOUT LEVEL, IN ORDER TO PRESERVE THE AVAILABLE STORMAATER MANAGEMENT CAPACITY OF THE SEDIMENT THE
LEVEL OF SEDIMENT AT AHICH CLEANOUT |5 REQUIRED SHALL BE MARKED ON A FIXED REFERENCE POINT
(SEDIMENT REMOVAL MARKER OR MARK ON A RISER TYPE OUTLET).

E. CURB INLET PROTECTION: INLET PROTECTION SHALL BE INSPECTED WEEKLY AND PRIOR TO AND WITHIN 24 HOURS
AFTER ALL FORECASTED STORM EVENTS. SEDIMENTS AND DEBRIS SHALL BE REMOVED FROM BEHIND THE FENCE IF
PRESENT. REPAIR SHALL BE PERFORMED AS NEEDED.

ON SITE POLLUTION CONTROL MEASURES

|. THERE SHALL BE A RECEPTACLE PLACED ON THE SITE TO TEMPORARILY STORE GARBAGE,
DEBRIS OR CONSTRUCTION WASTE MATERIAL. THE CONTAINER SHALL NOT BE USED TO TRANSFER
ANY GARBAGE FROM ANY OTHER OFF-SITE ACTIVITY.

2. THE RECORD ONNER SHALL BE RESPONSIBLE FOR KEEPING THE SITE FREE OF LITTER AT ALL
TIMES. DURING CONSTRUCTION ACTIVITIES THE OWNER MAY DESIGNATE A CONTRACTOR IN
CHARGE AS ARESPONSIBLE PARTY.

3. THE SITE SHALL BE INSPECTED AT THE END OF EACH NORKDAY AND TRASH, DEBRIS AND
GARBAGE SHALL BE PICKED UP AND PLACED IN ON-SITE DUMPSTERS OR OTHERWISE REMOVED
FROM THE SITE.

4. A PORTABLE TOILET FACILITY SHALL BE PROVIDED FOR CONSTRUCTION NORKERS AND AN
ADDITIONAL FACILITY FOR EVERY |0 ON-SITE WORKERS.

5. CONSTRUCTION VEHICLES SHALL BE SERVICED OFF-SITE AT A PROPER FACILITY. LEAKING OR
ILL REPAIRED VEHICLES SHALL NOT BE LOCATED ON SITE. NO OIL CHANGES ARE PERMITTED ON
SITE. FUELING OF VEHICLES ON SITE SHALL BE CAREFULLY PERFORMED WITH AN APPROVED
DISPENSER NOZZLE HOSE AND PUMP. SPILLS SHALL PROMPTLY BE REPORTED TO THE NYSDEC
AND TONWN. SORBO PADS AND ROLLS SHALL BE USED TO TEMPORARILY CONTAIN ANY SPILLS.

6. CHEMICAL SOIL ADDITIVES OR HERBICIDES SHALL NOT BE USED ON SITE DURING
CONSTRUCTION.

7. THE CONTAINERS SHALL BE OF SUFFICIENT SIZE FOR THE CONSTRUCTION ACTIVITY.
CONTAINERS SHALL BE EMPTIED BY AN APPROYED CARTER TO A PROPER FACILITY WHEN FULL.
CONTAINERS SHALL BE COVERED TO PREVENT INFILTRATION OF RAIN AND WEATHER AND TO
PREVENT NIND BORNE DEBRIS REMOVAL.

8. PAINTS, CHEMICALS OR OTHER TOXIC SUBSTANCES SHALL NOT BE PLACED IN TRASH
CONTAINERS. PAINTS, CHEMICALS OR TOXIC SUBSTANCES SHALL BE REMOVED FROM SITE BY AN
APPROVED LICENSED CARTER.

4. THERE SHALL BE NO OFEN FIRES OR BARREL FIRES PERMITTED.

10. DEBRIS OR TRASH PILES ARE NOT PERMITTED. DEBRIS SHALL BE PLACED IN CONTAINERS.
TEMPORARY PILES OF BRUSH OR STUMPS SHALL BE PROTECTED BY SILT FENCE SIMILAR TO
TOPSOIL STOCKPILES.

STABILIZATION NOTES:
|. TEMPORARY VEGETATIVE COVER:

SCARIFY COMPACTED SOIL AREAS.

LIME AS REQUIRED TO PH 6.5.

FERTILIZE WITH |10-10-10 AT RATE 200 LBS/AC.
INCORPORATE AMENDMENTS INTO SOIL WITH DISC HARROW.
SEED AS FOLLOWS:

moow»

* SPRING/SUMMER/EARLY FALL PLANTING: ANNUAL RYEGRASS AND CEREAL OATS AT
30 LBS/ACRE

* LATE FALL/EARLY WINTER PLANTING: AROOSTOOK AINTER RYE AT 100 LBS/AC.
MULCH SEEDS AITH 2 TONS OF STRAN PER ACRE. ANCHOR AS NEEDED.

DURING AINTER CONSTRUCTION OR PERIODS OF WET WEATHER, TEMPORARY SLOPE STABILIZATION
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PERMANENT MEASURES

bl 1
I/ / STORMNATER POND/WETLAND
MAINTENANCE ITEM

SATISFACTORY /
UNSATISFACTORY|

A. EMBANKMENT AND EMERGENCY SPILLNAY
Y4 (ANNUAL, PRIOR TO AND WITHIN 24 HOURS
i AFTER ALL FORECASTER MAJOR STORMS)
J . VEGETATION AND GROUND COVER ADEGUATE
r} 2. EMBANKMENT EROSION
3. ANIMAL BURROWS

4 4. UNAUTHORIZED PLANTING
5. CRACKING, BULGING, OR SLIDING OF DAM

A) UPSTREAM FACE

B) DOANSTREAM FACE

C) AT OR BEYOND TOE

DONNSTREAM
UPSTREAM

D) EMERGENCY SPILLWAY
6. POND, TOE & CHIMNEY DRAINS CLEAR AND FUNCTIONING
7. SEEPS/LEAKS ON DONWNSTREAM FACE
~ &. SLOPE PROTECTION OR RIPRAP FAILURE
9. VERTICAL/HORIZONTAL ALIGNMENT OF TOP OF DAM "AS-BUILT"
|0. EMERGENCY SPILLINAY CLEAR OF OBSTRUCTIONS AND DEBRIS
Il. OTHER (SPECIFY)

3

RAIN GARDEN/STORMAATER PLANTER
MAINTENANCE/INSPECTION ITEM

SATISFACTORY /
UNSATISFACTORY| COMMENTS)

|. DEBRIS CLEANOUT (MONTHLY, AFTER MAJOR STORMS)

CONTRIBUTING AREAS CLEAN OF DEBRIS
INLET AND OUTLETS CLEAN OF DEBRIS

2. VEGETATION (MONTHLY)
VEGETATION HEALTHY AND GRONWING
EVIDENCE OF INVASIVE SPECIES
ADEQUATE LAYER OF MULCH
EVIDENCE OF STANDING WATER

B. RISER AND PRINCIPAL SPILLANAY (ANNUAL)
TYPE: REINFORCED CONCRETE
CORRUGATED PIPE
MASONRY
I. LON FLON ORIFICE OBSTRUCTED
2. LOA FLON TRASH RACK
A) DEBRIS REMOVAL NECESSARY
B) CORROSION CONTROL
3. NEIR TRASH RACK MAINTENANCE
A) DEBRIS REMOVAL NECESSARY
B) CORROSION CONTROL
4., EXCESSIVE SEDIMENT ACCUMULATION INSIDER RISER
5. CONCRETE/MASONRY CONDITION RISER AND BARRELS
A) CRACKS OR DISPLACEMENT
B) MINOR SPALLING (<I")
€) MAJOR SPALLING (REBARS EXPOSED)
D) JOINT FAILURES
E) NATER TIGHTNESS
6. METAL PIPE CONDITION
7. CONTROL VALVE

SHALL BE PROVIDED BY EITHER A ROLLED EROSION CONTROL PRODUCT OR A HEAVY MULCH
LAYER SUITAELY ANCHORED. THE CONTRACTOR MUST RESEED THE AREA IN THE SPRING WITH THE
APPROPRIATE SEEDING.

DURING DRY WEATHER CONSTRUCTION, ALL SEEDED AREAS ARE TO BE ADEQUATELY WATERED TO
ENSURE VEGETATED COVER.

2. PERMANENT VEGETATIVE COVER:

A. GRADE TO FINISHED SLOPES.
B. SCARIFY COMPACTED SOIL AREAS
C. TOPSOIL WITH NOT LESS THAN FOUR (4) INCHES OF SUITABLE TOPSOIL MATERIAL.
D. LIME AS REQUIRED TO PH 6.5.
E. FERTILIZE NITH 10-6-4 AT RATE 200 LBS/AC.
D. SEED AS FOLLOWS:
TYPE | FOR USE ON MONED AREAS (INCLUDING SWALES):
SEED LB/AC
KENTUCKY BLUE 6RASS 20
CREEPING RED FESCUE 26
RED TOP OR RYE GRASS 5
TYPE Il FOR USE ON BASIN SIDE SLOPES AND ON NON-MOWED AREAS: USE "ERNMX-|T78" SEED MIX

(ERNST CONSERVATION SEEDS, LLP) OR EQUIVALENT. SEEDS INCLUDED IN THE MIX ARE
LISTED BELONW. APPLICATION RATE 15 LBS/ACRE.

GOLDENROD INDIAN GRASS OX EYE SUNFLOWER
Ble BLUESTEM VIRGINIA NILD RYE BLACK EYED SUSAN
LITTLE BLUESTEM FOX SEDGE SOFT RUSH

BLUE INDIGO PARTRIDGE PEA RIVERBANK AILDRYE
SILKY DOGWNOOD BLUE VERVAIN DEERTONGUE

WILDFLONER AREAS TO BE MOWED ONCE PER YEAR IN LATE FALL.

MULCH SEEDS WITH 2 TONS OF STRAW PER ACRE. ANCHOR AS NEEDED.

AFTER ESTABLISHMENT OF DENSE, VIGOROUS VEGETATION, PHOSPHORUS BASED
FERTILIZERS SHALL NOT BE USED. ONLY NON-PHOSPHORUS BASED FERTILIZER MAY BE
APPLIED.

SEDIMENT BASIN # VOLUME

CONTRIBUTING AREA- 1.28 AC
REQUIRED VOLUME- 3600 CF PER ACRE X 128 ACRES = 4606 CF = |71 CY.
VOLUME PROVIDED- |124| CF = 416 CY.
SEDIMENT REMOVAL ELEVATION- 454.10

MATc;ILl"N"E

A) OPERATIONAL/EXERCISED
B) CHAINED AND LOCKED

&. POND DRAIN VALVE
A) OPERATIONAL/EXERCISED

B) CHAINED AND LOCKED
d. QUTFALL CHANNELS FUNCTIONING
10. OTHER (SPECIFY)

GRASS SWALE
MAINTENANCE ITEM

SATISFACTORY /

UNSATISFACTORY

COMMENTS

. DEBRIS CLEANOUT (MONTHLY)
CONTRIEUTING AREAS TO CLEAN OF DEBRIS

2. CHECK DAMS OR ENERGY DISSIPATORS (ANNUAL, PRIOR TO AND
WITHIN 24 HOURS AFTER ALL FORECASTED MAJOR STORMS)

NO EVIDENCE OF FLON GOING AROUND STRUCTURES

NO EVIDENCE OF EROSION AT DONNSTREAM TOE

SOIL PERMEABILITY

GROUNDHWATER/BEDROCK

3. VEGETATION (MONTHLY)
MONWING DONE WHEN NEEDED
3" MINIMUM MOWING DEPTH NOT EXCEEDED
NO EVIDENCE OF EROSION AT DONNSTREAM TOE
FERTILIZED PER SPECIFICATION

4. DENATERING (MONTHLY)
DENATERS BETWEEN STORMS

5, SEDIMENT DEPOSITION (ANNUAL)
REMOVE SEDIMENT WHEN SWALE 15 25% FULL WITH SEDIMENT

6. OUTLET/OVERFLON SPILLINAY (ANNUAL)
GOOD CONDITION, NO NEED FOR REPAIRS
NO EVIDENCE OF EROSION

3. PERMANENT POOL (WET PONDS)
|. UNDESIRABLE VEGETATION GRONTH
2. FLOATING OR FLOATABLE DEERIS REMOVAL REQUIRED
3. VISIBELE POLLUTION
4. SHORELINE PROBLEM
5. OTHER (SPECIFY)

(MONTHLY)

CATCH BASIN / YARD DRAIN / MANHOLE
MAINTENANCE ITEM

SATISFACTORY /

UNSATISFACTORY

COMMENTS

|. VISUAL INSPECTION (EVERY 3 MONTHS)
|. SEDIMENT ACCUMULATION AT:

4. SEDIMENT FOREBAYS
|. SEDIMENTATION NOTED
2. SEDIMENT CLEANOUT WHEN DEPTH >20% DESIGN DEPTH

A) RIM
B) suMP

5. DRY POND AREAS
|. VEGETATION ADEQUATE
2. UNDESIRABLE VEGETATIVE GRONWTH
3. UNDESIRABLE WOODY VEGETATION
4. LOW FLON CHANNELS CLEAR OF OBSTRUCTIONS
5. STANDING WATER OR WET SPOTS
6. SEDIMENT AND/OR TRASH ACCUMULATION
7. OTHER (SPECIFY)

2. SI6N OF EROSION AROUND STRUCTURE
3. SIGN OF STORMNATER BYPASS

2. MAINTENANCE (EVERY 3 MONTHS)
A) REMOVE SEDIMENT IN SUMP IF GREATER THAN
12" DEEP
B) CLEAR RIM OF DEBRIS AND LEAVES
C) CLEAR DEBRIS IN INLET CHANNEL
D) REPAIR ERODED PORTION OF INLET CHANNEL

6. CONDITION OF OUTFALLS  (ANNUAL, AFTER MAJOR STORMS)
. RIPRAP FAILURES
2. SLOPE EROSION
3. STORM DRAIN PIPES
4. ENDNALLS/HEADNALLS
5. OTHER (SPECIFY)

(IF ANY)

STORM PIPES
(TWICE A YEAR AND BEFORE ALL MAJOR FORECASTED STORMS)
MAINTENANCE ITEM

SATISFACTORY /

UNSATISFACTORY| COMMENTS

7. OTHER (MONTHLY)
|. ENCROACHMENT ON POND, WETLAND OR EASEMENT AREA
2. COMPLAINTS FROM RESIDENTS
3. AESTHETICS
A) 6RASS GRONING REQUIRED
B) GRAFFITI REMOVAL NEEDED
C) OTHER (SPECIFY)
4. CONDITIONS OF MAINTENANCE ACCESS ROUTES
5. 5I6NS OF HYDROCARBON BUILD-UP
6. ANY PUBLIC HAZARDS (SPECIFY)

|. STRUCTURAL INTEGRITY
2. SI6N OF CLOGGAGE

RIP RAP OUTLET PROTECTION
(ONCE A YEAR AND AFTER MAJOR STORMS)
MAINTENANCE ITEM

SATISFACTORY /

INSATISFACTORY|COMMENTS

|. CHECK FOR SCOUR AND INTEGRITY
2. REPAIR IF NEEDED

&. NETLAND VEGETATION (ANNUAL)

|. VEGETATION HEALTHY AND GROWING
WETLAND MAINTAINING 50% SURFACE AREA COYERAGE OF
WETLAND PLANTS AFTER THE SECOND GRONING SEASON.
(IF UNSATISFACTORY, REINFORCEMENT PLANTINGS NEEDED)

2. DOMINANT WETLAND PLANTS:
SURVIVAL OF DESIRED WETLAND PLANT SPECIES
DISTRIBUTION ACCORDING TO LANDSCAPING PLAN?

3. EVIDENCE OF INVASIVE SPECIES

PERVIOUS PAVEMENT
MAINTENANCE/INSPECTION ITEM

SATISFACTORY /

UNSATISFACTORY|COMMENTS

|. PAVEMENT SURFACE (MONTHLY, AFTER MAJOR STORMS)
PAVED AREAS CLEAN OF DEBRIS
AREA DENATERS BETWEEN STORMS
AREA CLEAN OF SEDIMENT
INSPECT FOR SURFACE DETERIORATION OR SPALLING (YEARLY)

PHASE |

SCALE: |"=50'

AN

GENERAL NOTES:

|, THE SITE SHALL BE DISTURBED ONLY WHERE NECESSARY. ONLY THE SMALLEST PRACTICAL AREA OF
LAND SHALL BE EXPOSED (NO MORE THAN 5 ACRES) AT ANY ONE TIME DURING DEVELOPMENT. WHEN LAND
IS EXPOSED, THE EXPOSURE SHALL BE KEPT TO THE SHORTEST PRACTICAL PERIOD OF TIME BY IMMEDIATE
STABILIZATION PER THE STABILIZATION NOTES, UNLESS SPECIFIED OTHERWISE. ALL DISTURBED AREAS ARE
CONSIDERED "STABILIZED" NHEN 80% OF UNIFORM, PERENNIAL VEGETATIVE COVER IS ACHIEVED OR
EQUIVALENT STABILIZATION MEASURES (SUCH AS MULCHES, EROSION CONTROL BLANKET, ETC.) HAVE BEEN
PROPERLY EMPLOYED. NO WORK SHALL CONTINJE BEFORE PRIOR DISTURBANCE 1S STABILIZED.

2. WHEREVER FEASIBLE, NATURAL VEGETATION SHALL BE RETAINED AND PROTECTED.

3. AREAS UNDERGOING EARTHNORK, WHERE SOIL IS TO BE LEFT EXPOSED FOR MORE THAN FIFTEEN DAYS,
SHOULD BE STABILIZED WNITH EITHER TEMPORARY OR PERMANENT VEGETATIVE COVER. TEMPORARY COVER
SHOULD BE USED WHEN THE PROJECT SCHEDULE DOES NOT COINCIDE WITH THE OPTIMUM PLANTING SEASON.
IN GENERAL, OFTIMUM PLANTING TIMES FOR GRASSES ARE MARCH IS5t TO MAY 3lst AND SEPTEMBER Ist TO
NOVEMBER [5tH. DURING OPTIMM PLANTING TIMES PERMANENT VEGETATIVE COYER NILL BE INSTALLED. SEE
SPECIFICATIONS FOR FURTHER DETAILS.

4. THE PROJECT OANER / DEVELOPER OR DESIGNATED REPRESENTATIVE SHALL ARRANGE A
PRE-CONSTRUCTION MEETING INVITING ALL INYOLVED REVIEN AGENCIES AND ENGINEERS ON RECORD PRIOR
TO START OF CONSTRUCTION ACTIVITIES.

5. TEMPORARY MEASURES SHALL BE MAINTAINED BY PROJECT OWNER / DEVELOPER OR A DESIGNATED
REPRESENTATIVE (SUCH AS THE GENERAL CONTRACTOR) DURING THE ENTIRE CONSTRUCTION PERIOD AND
UNTIL RESPONSIBILITIES ARE TRANSFERRED TO THE HOMEOWNERS ASSOCIATION (HOA). THE HOA NILL THEN
TAKE CHARGE OF ALL MAINTENANCE ACTIVITIES OF THE PERMANENT STORMNATER
MANAGEMENT/TREATMENT COMPONENTS AND STRUCTURES.

DEVELOPER/OWNER
MANCINI-CIOLO INC.
& ROUNDTOP ROAD
YONKERS, NY 0710
(@14) T60-1464

6. THE PROJECT ONNER / DEVELOPER OR DESIGNATED REPRESENTATIVE SHALL RETAIN THE SERVICE OF
QUALIFIED PERSONNEL (LICENSED PROFESSIONAL ENGINEER, CERTIFIED PROFESSIONAL IN EROSION #
SEDIMENT CONTROL-CPESC OR SOIL SCIENTIST) TO PERFORM SITE INSPECTIONS DURING THE CONSTRUCTION
PERIOD AND FINAL SITE INSPECTION AT PROJECT COMPLETION.

7. THE CONTRACTOR SHALL MAKE AVAILABLE ON SITE, ALL EQUIPMENT, MATERIALS AND LABOR
NECESSARY TO EFFECT EMERGENCY REPAIR AND REPLACEMENT OF THE EROSION CONTROL MEASURES.

8. SITE INSPECTIONS DURING CONSTRUCTION PERIOD SHALL BE PERFORMED AT LEAST EVERY 7
CALENDAR DAYS AND WITHIN 24 HOURS OF THE END OF A STORM EVENT OF O5 INCHES OR GREATER.
DURING AINTER, IF THE SOIL DISTURBANCE 1S COMPLETELY SUSPENDED AND THE SITE IS PROPERLY
STABILIZED, INSPECTION FREQUENCY MAY REDUCE, BUT SHALL MAINTAIN A MINIMUM OF MONTHLY
INSPECTIONS IN ALL SITUATIONS (EVEN WHEN THERE IS TOTAL WINTER SHUTDOWN). DURING PERIODS OF
REDUCED INSPECTION FREQUENCY, INSPECTIONS MUST STILL BE DONE AFTER EVERY STORM EVENT OF 05
INCHES OR GREATER. TO BE ALLONED TO REDUCE INSPECTION FREQUENCIES, THE OPERATOR MJST
COMPLETE STABILIZATION ACTIVITIES (PERIMETER CONTROLS, TRAPS, BARRIERS, ETC.) BEFORE PROPER
INSTALLATION 1S PRECLUDED BY SNOW COVER OR FROZEN GROUND. IF YEGETATION 1S DESIRED, SEEDING,
PLANTING, AND/OR SODDING MUST BE SCHEDULED TO AVOID DIE-OFF FROM FALL FROSTS AND ALLOW FOR
PROPER GERMINATION/ESTABLISHMENT.

4. THE CONTRACTOR IS RESPONSIELE FOR CONTROLLING DUST BY SPRINKLING EXPOSED AREAS
PERIODICALLY WITH WATER.

10. THE PROJECT ONNER / DEVELOPER OR DESIGNATED REPRESENTATIVE SHALL KEEP INSPECTION
REPORTS AND LOGS AT THE SITE. A SUMMARY OF INSPECTION ACTIVITIES SHALL BE POSTED AT A
PUBLICLY ACCESSIBLE AREA OF THE SITE ON A MONTHLY BASIS.

Il. PRIOR TO START OF CONSTRUCTION ACTIVITIES, THE PROJECT OWNER / DEVELOPER OR DESIGNATED
REPRESENTATIVE SHALL CERTIFY ON THE INSPECTION LOG THAT A SINPPP WAS PROPERLY PREPARED FOR
THE PROJECT AND CONFORMS TO ALL FEDERAL, STATE AND LOCAL EROSION ¢ SEDIMENT CONTROL
REQUIREMENTS.

12. THE PROJECT OANER / DEVELOPER OR DESIGNATED REPRESENTATIVE SHALL PROVIDE A PHONE
NUMBER TO THE DIRECTOR OF CODE ENFORCEMENT FOR USE IN EMERGENCY SITUATIONS.

13. THE ONNER/DEVELOPER SHALL MAINTAIN THE CONSTRUCTION SITE FREE OF DEERIS, LITTER AND
CONSTRUCTION CHEMICALS. A DUMPSTER SHALL BE LOCATED ON THE SITE AND PICK UP ARRANGED WHEN IT
1S FULL.

SPECIAL NOTES:

|. PROPOSED GRADING CONTOURS SHOAN ON THE APPROVED SITE DEVELOPMENT PLAN
DRANINGS SHALL NOT BE CHANGED, AND SITE GRADING SHALL BE PERFORMED AS
SHONN BY SUCH CONTOURS, UNLESS RITTEN PERMISSION 1S OBTAINED TO CHANGE
SUCH CONTOURS. FOR PUELIC IMPROVEMENTS, SUCH ARITTEN PERMISSION MUST BE
OBTAINED FROM THE PLANNING BOARD OR ITS DULY DESIGNATED REPRESENTATIVE.
FOR NONPUBLIC IMPROVEMENTS, ARITTEN PERMISSION MUST BE OBTAINED FROM THE
BUILDING INSPECTOR OF THE TOAN OF SOUTHEAST.

2. PARTICULAR ATTENTION SHALL BE GIVEN TO COLLECTION AND CONVEYANCE OF ALL
CONCENTRATED STREAMS OF WATER, INCLUDING BUT NOT LIMITED TO DISCHARGES
FROM ROOF DRAINS, AREA DRAINS, YARD DRAINS, UNDER DRAINS (CURTAIN DRAINS,
FOUNDATION DRAINS AND BASEMENT DRAINS) AND DRIVENAY DRAINAGE SYSTEM
TO APPROVED POINTS OF DISPOSAL IN THE STREET DRAINAGE SYSTEM OR INTO
EXISTING NATURAL STREAMS CAPABLE OF HANDLING THE INCREASED FLONS FROM
SUCH DRAINS.

EROSION & SE

IMENT CONTROL PLAN

LIMITS OF DISTURBANCE

TEMPORARY SOIL STOCKPILE

EARTH DIKE

EROSION CONTROL BLANKET

CONSTRUCTION FENCE

CHECK DAM

SEQUENCE OF CONSTRUCTION:

PHASE |

DISTURBANCE AREA 2.87 AC.

I, SURVEY AND STAKE OUT PROPOSED ROAD AND STORMWATER BMP LOCATIONS. ESTABLISH LIMITS OF DISTURBANCE
AND MARK IN THE FIELD. INSTALL CONSTRUCTION FENCE ALONG PERIMETERS OF THE PROPOSED DISTURBANCE.

2. INSTALL STABILIZED CONSTRUCTION ENTRANCE. VEHICLES SHALL BE INSPECTED AND CLEANED, IF REQUIRED, PRIOR
TO ENTERING ONTO ENOCH CROSBY ROAD.

3. INSTALL SAFETY ORANGE FENCE ALONG PROPERTY LINE WITH NF CROFT, N/F CRUZ AND AROUND FUTURE LOCATION OF
ORGANIC FILTER AS SHOAN ON THE PLAN.

4. INSTALL SILT FENCE IMMEDIATELY DOANGRADE OF AREAS OF PROPOSED DISTURBANCES AND WHERE INDICATED
ON PLAN. ALL SILT FENCES TO BE INSTALLED PARALLEL TO CONTOURS.

B. EXCAVATE PROPOSED WETLAND CI3 TO ACT AS TEMPORARY SEDIMENT BASIN #I. EXCAVATE BASIN TO FINAL
GRADES.

6. THE TEMPORARY SEDIMENT BASIN MUST BE STABILIZED WITHIN ONE (1) WEEK FOLLONING THE EARTHAORK. NO FURTHER
CONSTRUCTION |15 ALLONED BEFORE THE BASIN AND ALL DISTURBED AREAS ARE STABILIZED. ONCE THE TEMPORARY
SEDIMENT BASIN 1S STABILIZED, PROCEED WITH WORK.

7. INSTALL MANHOLES MHI AND MH2 ON THE EXISTING STORM WATER PIPE AT THE STREET RON. INSTALL
YDI, YD2, 03B, TEMPORARY OUTLET STRUCTURE FROM THE SEDIMENT BASIN AND CONNECTING PIPES. PROVIDE INLET
PROTECTION PER DETAIL 4/C-3l0.

8. CLEAR AND PREPARE AREA OF DIVERSION SWALES #2 AND 4 AND PIPING SYSTEM FROM YD3 TO ES&

9. EXCAVATE TRENCH FOR INSTALLATION OF THE ABOYE MENTIONED STORM SEAER FIPES. INSTALL MANHOLES MHA TO
MH3 AND YD3. MANHOLES AND PIPES TO BE INSTALLED STARTING FROM DOWNHILL STRUCTURES TO UPHILL
STRUCTURES. TRENCHES TO BE BACKFILLED IMMEDIATELY UPON COMPLETION OF INSTALLATION OF PIPES AND
MANHOLES. EXPOSED SOIL TO BE STABILIZED IMMEDIATELY AFTER BACKFILL.

10. EXCAVATE SNALES #2 AND #4 AS SHONN ON THE PLAN TO DIVERT CLEAN NATER AWAY FROM DISTURBED AREAS.
INSTALL EARTH DIKE ALONG SINALE #2 AS SHOAN ON THE PLAN TO PREVENT SEDIMENT ENTERING FROM THE WORK
AREA TO THE SWALE.

Il.  REMOVE TREES, CLEAR AND PREFARE AREA FOR THE ROAD INSTALLATION. STRIP TOPSOIL FROM THE PROPOSED
DISTURBANCE AREA, STORE USABLE ORGANIC MATERIAL AT STOCKPILES. PROYIDE STOCKPILE PROTECTION PER
DETAIL #3/C-3l0.

12, EXCAVATE SWALE #3.

13. INSTALL WATER BARS PER DETAIL #1/C-310

14, GRADE THE ROAD. WHEREAS FILL MATERIAL 1S NEEDED, IT SHALL BE FREE FROM ROOTS, VEGETATION AND
OVERSIZED STONES. FILL TO BE PLACED IN & INCH LIFTS AND COMPACTED TO 95% DRY DENSITY BY MECHANICAL
MEANS. INSTALL ITEM #4 ROAD BASE.

I5. INSTALL PROPOSED PAVEMENT. BRING PAVEMENT TO BINDER COURSE ELEVATION.

6. EXCAVATE FOR PERVIOUS PAVEMENT INSTALLATION. BRING GRAVEL AND INSTALL PAVERS PER DETAIL #8/C-3I3.

I7. EXCAVATE TRENCH AND LAY ELECTRIC CABLE AND TELEPHONE CABLES. TRENCHES TO BE BACKFILLED IMMEDIATELY
UPON COMPLETION OF INSTALLATION OF CABLES. EXPOSED SOIL TO BE STABILIZED IMMEDIATELY AFTER BACKFILL.

1. INSTALL TOP COURSE PAVEMENT TO THE ROAD.

9. CLEAN ACCUMULATED SEDIMENT IN THE SIWALES. RESTORE AND UPGRADE TO PERMANENT SWALES. INSTALL CHECK
DAMS AHERE SHOWN ON THE PLAN.

20. COMPLETE PLANTING AND STABILIZE PERMANENTLY ALL DISTURBED AREAS.

2. REMOVE ANY ACCUMULATED SEDIMENT FROM THE SEDIMENT BASIN #. REMOVE TEMPORARY RISER PIPE. INSTALL
TRASH RACK ON OUTLET STRUCTURE OSIB. INSTALL QUTLET STRUCTURE OSIA ALONG AITH OUTGOING PIPE TO ORGANIC
FILTER. 6GRADE BOTTOM AS SHOAN ON THE PLAN. PLANT WETLAND VEGETATION AS SHONN ON DRANING C-I50.

22, EXCAVATE FOR AND INSTALL ORSANIC FILTER AS SHOAN ON PLAN AND DETAILS. INSTALL QUTLET STRUCTURE AND
PIPES. CONSTRUCTION OF THIS FACILITY 1S NOT ALLONED UNTIL ALL CONTRIBUTING DRAINAGE AREAS HAVE BEEN
STABILIZED.

23. REMOVE ALL TEMPORARY EROSION CONTROL MEASURES TO INCLUDE SILT FENCE.

CONSTRUCTION DRANING NOTES:

|. THE ROAD AND DRAINAGE SPECIFICATIONS AND SPECIFICATIONS CONCERNING CONSTRUCTION
OF DRIVENAYS ABUTTING TOWN HIGHNAYS, ADOPTED BY THE TONN OF SOUTHEAST, NEW YORK,
APPLY TO THE CONSTRUCTION OF ALL STREETS (ROADS), STORM DRAINAGE FACILITIES, BRIDGES,
CULVERTS, DRIVENAY ENTRANCES, SIDENALKS AND MISCELLANEOUS APPURTENANCES THERETO, AND
ALL SUCH CONSTRUCTION SHALL BE COMPLETED IN CONFORMANCE NITH THE REQUIREMENTS OF
THESE SPECIFICATIONS.

2. NO CHANGES SHALL BE MADE IN ANY OF THE PROPOSED IMPROVEMENTS UNLESS SUCH
CHANGES ARE AUTHORIZED IN WRITING BY THE SOUTHEAST PLANNING BOARD OR ITS DULY
DESIGNATED REPRESENTATIVES.

3. AlLL PROPOSED DRIVENAYS MUST BE PAVED FROM THE EDGE OF THE STREET PAVEMENT BACK
TO THE RIGHT-OF-WAY LINE OR TO THE Hi6H POINT OF THE DRIVEAAY, AHICHEVER IS THE 6REATER
DISTANCE.

4. NO FOOTING, FOUNDATION, BASEMENT, YARD, AREA OR CURTAIN DRAINS OF ANY KIND SHALL
DISCHARGE UPGRADIENT OF OR INTO A TOWN STREET OR A STREET PROPOSED TO BE DEDICATED

4. MAINTENANCE OF ADEGUATE WATER DEPTHS FOR DESIRED - GRAPHIC SCALE TO THE TOMN AT A FUTURE DATE. ANY SUCH DRAINS LOCATED UPGRADIENT OF AN EXISTING OR
/ AETLAND PLANT SPECIES VACUM TO KEEP SURFACE CLEAN (3-4 TIVES A YEAR) " W N o FUTURE TOAN STREET SHALL BE CONNECTED INTO THE THE STORM DRAINAGE SYSTEM IN THE
5. HARVESTING OF EMERGENT PLANTINGS NEEDED 2. ADJACENT AREAS (AS NEEDED) STREET, UNLESS OTHERWISE PERMITTED BY THE SUPERINTENDENT OF HIGHNAYS. THE LOCATION AND
‘ b HAVE SEDIVENT ACCMILATIONS REDUCED FOOL. VOLME MO ADJAGENT AREAS, SEED BARE AREAS P —— e —— CONNECTION OF ANY SUCH DRAIN INTO THE STORM DRAINAGE SYSTEM IN THE STREET SHALL BE
/ SIGNIFICANTLY OR ARE PLANTS "CHOKED" WITH SEDIMENT | INCH = 50 FEET APPROVED AND INSPECTED BY THE SUPERINTENDENT OF HIGHWAYS,
~ 7. EUTROPHICATION LEVEL OF THE WETLAND
8. OTHER (SPECIFY)
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